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methods specified in  paragraphs
(a)(2)(i) through (iv) of this section.

(i) SW-846-8260B (incorporated by ref-
erence, see §63.14) for analysis of vola-
tile organic compounds listed in Table
10 of this subpart.

(ii) SW-846-8270D (incorporated by
reference, see §63.14) for analysis of
semivolatile organic compounds.

(iii) SW-846-8315A (incorporated by
reference, see §63.14) for analysis of
aldehyde compounds.

(iv) SW-846-8015C (incorporated by
reference, see §63.14) for analysis of al-
cohol compounds.

(3) For measuring vinyl chloride, you
must use Method 107 at 40 CFR part 61,
appendix B.

(4) When using the methods in para-
graphs (a)(2) and (3) of this section, you
must meet the requirements in para-
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graphs (a)(4)(i) through (iii) of this sec-
tion.

(i) Sample collection may consist of
grab or composite samples.

(ii) Samples must be taken before the
process wastewater stream is exposed
to the atmosphere.

(iii) You must ensure that sample
collection, preservation, transport, and
analysis minimizes loss of HAP and
maintains sample integrity.

(b) Method for calculating total non-
vinyl chloride organic HAP concentra-
tion. For each process wastewater
stream analyzed using the methods
specified in paragraph (a) of this sec-
tion, calculate the sum of the meas-
ured concentrations of each HAP ana-
lyzed as required in §63.11965(f)(1) by
using Equation 1 to this section.

CTNVCH :ZCi (Eq. 1)
i=1

Where:

Ctnven = Concentration of total non-vinyl
chloride organic HAP, in parts per mil-
lion by weight (ppmw).

Ci = Concentration of individual HAP present
in the sample analyzed pursuant to
§63.11965(f)(1) excluding vinyl chloride, in
ppmw, where a value of zero should be
used for any HAP concentration that is
below the detection limit.

NOTIFICATIONS, REPORTS AND RECORDS

§63.11985 What notifications and re-
ports must I submit and when?

In addition to the notifications and
reports required in subpart A of this
part, as specified in Table 4 to this sub-
part, you must submit the additional
information and reports specified in
paragraphs (a) through (c) of this sec-
tion, as applicable.

(a) Notification of compliance status.
When submitting the notification of
compliance status required in §63.9(h),
you must also include the information
specified in paragraphs (a)(1) through
(9) of this section, as applicable.

(1) You must include an identifica-
tion of the storage vessels subject to
this subpart, including the capacity

and liquid stored for each vessel. You
must submit the information specified
in paragraph (a)(2) of this section for
each pressure vessel.

(2) You must include the information
specified in §63.1039(a) for equipment
leaks.

(3) You must include an identifica-
tion of the heat exchange systems that
are subject to the requirements of this
subpart.

(4) You must include the operating
limit for each monitoring parameter
identified for each control device used
to meet the emission limits in Table 1
or 2 to this subpart, as determined pur-
suant to §63.11935(d). This report must
include the information in
§63.11935(d)(2), as applicable.

(5) You must include the records
specified in paragraphs (a)(5)(i) through
(iii) of this section, as applicable, for
process vents.

(i) You must include the performance
test records specified in §63.11990(f)(1),
as applicable. These reports must in-
clude one complete test report for each
test method used for each process vent.
A complete test report must include a
brief process description, sampling site
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description, description of sampling
and analysis procedures and any modi-
fications to standard procedures, qual-
ity assurance procedures, record of op-
erating conditions during the test,
record of preparation of standards,
record of calibrations, raw data sheets
for field sampling, raw data sheets for
field and laboratory analyses, docu-
mentation of calculations and any
other information required by the test
method. For additional tests performed
for the same kind of emission point
using the same method, the results and
any other information required in ap-
plicable sections of this subpart must
be submitted, but a complete test re-
port is not required.

(ii) You must include the information
specified in paragraphs (a)(5)(ii)(A)
through (C) of this section for batch
process vent operations.

(A) Descriptions of worst-case oper-
ating and/or testing conditions for con-
trol devices including results of emis-
sions profiles.

(B) Calculations used to demonstrate
initial compliance according to
§§63.11945 and 63.11950, including docu-
mentation of the proper operation of a
process condenser(s) as specified in
§63.11950(c)(2)(i1).

(C) Data and rationale used to sup-
port an engineering assessment to cal-
culate emissions in accordance with
§63.11950(1).

(iii) If you use a control device other
than those listed in §63.11940 for your
process vent, then you must include a
description of the parameters to be
monitored to ensure the control device
is operated in conformance with its de-
sign and achieves the specified emis-
sion limitation; an explanation of the
criteria used to select the parameter;
and a description of the methods and
procedures that will be used to dem-
onstrate that the parameter indicates
proper operation of the control device,
the schedule for this demonstration,
and a statement that you will establish
an operating limit for the monitored
parameter as specified in paragraph
(a)(4) of this section.

(6) [Reserved]

(7)Y You must include the records
specified in paragraphs (a)(7)(i) and (ii)
of this section, as applicable, for resin
strippers.
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(i) You must include an identifica-
tion of each resin stripper and resin
type subject to the requirements of
this subpart.

(ii) You must include results of the
initial testing used to determine initial
compliance with the stripped resin lim-
its in Table 1 or 2 to this subpart.

(8) You must include the records
specified in paragraphs (a)(8)(i) and (ii)
of this section, as applicable, for proc-
ess wastewater.

(i) You must include an identifica-
tion of each process wastewater stream
subject to the requirements of this sub-
part, and the results of your deter-
mination for each stream as to whether
it must be treated to meet the limits of
Table 1 or 2 to this subpart. You must
also include a description of the treat-
ment process to be used for each proc-
ess wastewater stream that requires
treatment.

(ii) You must include results of the
initial sampling used to determine ini-
tial compliance with the vinyl chloride
and total non-vinyl chloride organic
HAP limits in Table 1 or 2 to this sub-
part.

(9) You must include a certification
of compliance, signed by a responsible
official, as applicable that states the
following:

(i) ““This facility complies with the
requirements in this subpart for stor-
age vessels.”

(ii) ““This facility complies with the
requirements in this subpart for equip-
ment leaks.”

(iii) ““This facility complies with the
requirements in this subpart for heat
exchange systems.”’

(iv) ““This facility complies with the
requirements in this subpart for HAP
emissions from process vents.”

(v) “This facility complies with the
requirements in this subpart for other
emission sources.”

(vi) ““This facility complies with the
requirements in this subpart for the
stripped resin.”

(vii) “This facility complies with the
requirements in this subpart for waste-
water.”

(b) Compliance reports. When submit-
ting the excess emissions and contin-
uous monitoring system performance
report and summary report required in
§63.10(e)(3), you must also include the
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information specified in paragraphs
(b)(1) through (12) of this section, as ap-
plicable. This report is referred to in
this subpart as your compliance report.

(1) You must include a copy of the in-
spection record specified in
§63.11990(b)(2) for each storage vessel
when a defect, failure, or leak is de-
tected. You must also include a copy of
the applicable information specified in
§63.1039(b)(5) through (8) of subpart UU
of this part for each pressure vessel.

(2) You must include the information
specified in §63.1039(b) for equipment
leaks, except for releases from pressure
relief devices. For any releases from
pressure relief devices, you must sub-
mit the report specified in paragraph
(c)(7) of this section instead of the in-
formation specified in §63.1039(b)(4) of
subpart UU of this part.

(3) You must include the information
specified in paragraphs (b)(3)(i) through
(vi) of this section for heat exchange
systems.

(i) The number of heat exchange sys-
tems in HAP service.

(ii) The number of heat exchange sys-
tems in HAP service found to be leak-
ing.

(iii) A summary of the monitoring
data that indicate a leak, including the
number of leaks determined to be equal
to or greater than the leak definition.

(iv) If applicable, the date a leak was
identified, the date the source of the
leak was identified and the date of re-
pair.

(v) If applicable, a summary of each
delayed repair, including the original
date and reason for the delay and the
date of repair, if repaired during the re-
porting period.

(vi) If applicable, an estimate of total
VOC or vinyl chloride emissions for
each delayed repair over the reporting
period.

(4) You must include the records
specified in paragraphs (b)(4)(i) through
(iii) of this section, as applicable, for
process vents, resin strippers, and
wastewater.

(i) Deviations using CEMS or CPMS.
For each deviation from an emission
limit or operating limit where a CEMS
or CPMS is being used to comply with
the process vent emission limits in
Table 1 or 2 to this subpart, you must
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include the information in paragraphs
(b)(4)(1)(A) through (E) of this section.

(A) For CEMS, the 3-hour block aver-
age value calculated for any period
when the value is higher than an emis-
sion limit in Table 1 or 2 to this sub-
part or when the value does not meet
the data availability requirements de-
fined in §63.11890(c).

(B) For CPMS, the average value cal-
culated for any day (based on the data
averaging periods for compliance speci-
fied in Table 5 to this subpart) that
does not meet your operating limit es-
tablished according to §63.11935(d) or
that does not meet the data avail-
ability requirements specified in
§63.11890(c).

(C) The cause for the calculated
emission level or operating parameter
level to not meet the established emis-
sion limit or operating limit.

(D) For deviations caused by lack of
monitoring data, the duration of peri-
ods when monitoring data were not col-
lected.

(E) Operating logs of batch process
operations for each day during which
the deviation occurred, including a de-
scription of the operating scenario(s)
during the deviation.

(ii) New operating scenario. Include
each new operating scenario that has
been operated since the time period
covered by the last compliance report
and has not been submitted in the noti-
fication of compliance status report or
a previous compliance report. For each
new operating scenario, you must pro-
vide verification that the operating
conditions for any associated control
or treatment device have not been ex-
ceeded and constitute proper operation
for the new operating scenario. You
must provide any required calculations
and engineering analyses that have
been performed for the new operating
scenario. For the purposes of this para-
graph (b)(4)(ii), a revised operating sce-
nario for an existing process is consid-
ered to be a new operating scenario
when one or more of the data elements
listed in §63.11990(e)(4) have changed.

(iii) Process changes. You must docu-
ment process changes, or changes made
to any of the information submitted in
the notification of compliance status
report or a previous compliance report,
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that is not within the scope of an exist-
ing operating scenario, in the compli-
ance report. The notification must in-
clude all of the information in para-
graphs (b)(4)(iii)(A) through (C) of this
section.

(A) A description of the process
change.

(B) Revisions to any of the informa-
tion reported in the original notifica-
tion of compliance status report as pro-
vided in paragraph (a) of this section.

(C) Information required by the noti-
fication of compliance status report, as
provided in paragraph (a) of this sec-
tion, for changes involving the addition
of processes, components, or equipment
at the affected source.

(5) You must submit the applicable
information specified in paragraphs
(b)(5)(1) through (iii) of this section for
process vents.

(i) For catalytic thermal oxidizers
for which you have selected the alter-
native monitoring specified in
§63.11940(b)(3), results of the annual
catalyst sampling and inspections re-
quired by §63.11940(b)(3)(i) and (ii) in-
cluding any subsequent corrective ac-
tions taken.

(ii) For regenerative adsorbers, re-
sults of the adsorber bed outlet volatile
organic compounds concentration
measurements specified in
§63.11940(d)(7).

(iii) For non-regenerative adsorbers,
results of the adsorber bed outlet vola-
tile organic compounds concentration
measurements specified in
§63.11940(e)(2).

(6) You must include the records
specified in §63.11990(j) for other emis-
sion sources.

(7) For resin stripper operations, you
must include results of daily vinyl
chloride and monthly total non-vinyl
chloride organic HAP concentration re-
sults for each resin type produced with-
in the PVCPU that did not meet the
stripped resin emission limits in Table
1 or 2 to this subpart, as applicable.

(8) You must include the information
specified in paragraphs (b)(8)(i) and (ii)
of this section for your wastewater
streams.

(i) Results of daily vinyl chloride and
monthly total non-vinyl chloride or-
ganic HAP concentration results for
each process wastewater stream dis-
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charged from the affected source that
did not meet the process wastewater
emission limits in Tables 1 or 2 to this
subpart.

(ii) If you must comply with
§63.11965, then you must include any
other applicable information that is re-
quired by the reporting requirements
specified in §63.146.

(9) For closed vent systems subject to
the requirements of §63.11930, you must
include the information specified in
paragraphs (b)(9)(i) through (iv) of this
section, as applicable.

(i) As applicable, records as specified
in §63.11930(g)(1)(i) for all times when
flow was detected in the bypass line,
the vent stream was diverted from the
control device, or the flow indicator
was not operating.

(ii) As applicable, records as specified
in §63.11930(g)(1)(ii) for all occurrences
of all periods when a bypass of the sys-
tem was indicated (the seal mechanism
is broken, the bypass line valve posi-
tion has changed, or the key for a lock-
and-key type lock has been checked
out, and records of any car-seal that
has been broken).

(iii) Records of all times when moni-
toring of the system was not performed
as specified in §63.11930(d) and (e), or
repairs were not performed as specified
in §63.11930(f), or records were not kept
as specified in §63.11930(2)(2).

(iv) Records of each time an alarm on
a closed vent system operating in vacu-
um service is triggered as specified in
§63.11930(h) including the cause for the
alarm and the corrective action taken.

(10) Closed vent system in vacuum
service, bypass deviation, or pressure
vessel closure device deviation report.
If any pressure vessel closure device or
closed vent system that contains a by-
pass has directly discharged to the at-
mosphere, or any closed vent system
that is designed to be in vacuum serv-
ice and is operating and but not in vac-
uum service, as specified in
§63.11910(c)(4), §63.11930(c) or
§63.11930(h), you must submit to the
Administrator the following informa-
tion:

(i) The source, nature and cause of
the discharge.

(ii) The date, time and duration of
the discharge.
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(iii) An estimate of the quantity of
vinyl chloride and total HAP emitted
during the discharge and the method
used for determining this quantity.

(iv) The actions taken to prevent this
discharge.

(v) The measures adopted to prevent
future such discharges

(11) Affirmative defense report. If you
seek to assert an affirmative defense,
as provided in §63.11895, then you must
submit a written report as specified in
§63.11895(b) to demonstrate, with all
necessary supporting documentation,
that you have met the requirements
set forth in §63.11895(a).

(12) Overlap with Title V reports. Infor-
mation required by this subpart, which
is submitted with a Title V periodic re-
port, does not need to be included in a
subsequent compliance report required
by this subpart or subpart referenced
by this subpart. The Title V report
must be referenced in the compliance
report required by this subpart.

(c) Other notifications and reports. You
must submit the other notification and
reports, as specified in paragraphs
(c)(1) through (9) of this section, as ap-
plicable.

(1) Notification of inspection. To pro-
vide the Administrator the opportunity
to have an observer present, you must
notify the Administrator at least 30
days before an inspection required by
§63.11910(a)(3). If an inspection is un-
planned and you could not have known
about the inspection 30 days in ad-
vance, then you must notify the Ad-
ministrator at least 7 days before the
inspection. Notification must be made
by telephone immediately followed by
written documentation demonstrating
why the inspection was unplanned. Al-
ternatively, the notification including
the written documentation may be
made in writing and sent so that it is
received by the Administrator at least
7T days before the inspection. If a dele-
gated state or local agency is notified,
you are not required to notify the Ad-
ministrator. A delegated state or local
agency may waive the requirement for
notification of inspections.

(2) Batch precompliance report. You
must submit a batch precompliance re-
port at least 6 months prior to the
compliance date of this subpart that
includes a description of the test condi-
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tions, data, calculations and other in-
formation used to establish operating
limits according to §63.11935(d) for all
batch operations. If you use an engi-
neering assessment as specified in
§63.11950(i), then you must also include
data or other information supporting a
finding that the emissions estimation
equations in §63.11950(a) through (h)
are inappropriate. If the EPA dis-
approves the report, then you must
still be in compliance with the emis-
sion limitations and work practice
standards of this subpart by your com-
pliance date. To change any of the in-
formation submitted in the report, you
must notify the EPA 60 days before you
implement the planned change.

(38) Other control device reporting provi-
sions. If you are using a control device
other than those listed in this subpart,
then you must submit the information
as specified in paragraphs (c)(3)(Q)
through (iii) of this section.

(i) A description of the proposed con-
trol device.

(ii) A description of the parameter(s)
to be monitored to ensure the control
device is operated in conformance with
its design and achieves the perform-
ance level as specified in this subpart
and an explanation of the criteria used
to select the parameter(s).

(iii) The frequency and content of
monitoring, recording, and reporting if
monitoring and recording is not con-
tinuous, or if the compliance report in-
formation, as specified in paragraph
(b)(4)(A)(A) of this section, will not con-
tain 3-hour block average values when
the monitored parameter value does
not meet the established operating
limit. The rationale for the proposed
monitoring, recording and reporting
system must be included.

(4) Request for approval to use alter-
native monitoring methods. Prior to your
initial notification of compliance sta-
tus, you may submit requests for ap-
proval to use alternatives to the con-
tinuous operating parameter moni-
toring specified in this rule, as pro-
vided for in §63.11940(h), following the
same procedure as specified in §63.8.
The information specified in para-
graphs (c)(4)(i) and (ii) of this section
must be included.

(i) A description of the proposed al-
ternative system.
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(ii) Information justifying your re-
quest for an alternative method, such
as the technical or economic infeasi-
bility, or the impracticality, of the af-
fected source using the required meth-
od.

(5) Request for approval to monitor al-
ternative parameters. Prior to your ini-
tial notification of compliance status,
you may submit requests for approval
to monitor a different parameter than
those established in §63.11935(d), fol-
lowing the same procedure as specified
for alternative monitoring methods in
§63.8. The information specified in
paragraphs (¢)(5)(i) through (iii) of this
section must be included in the re-
quest.

(i) A description of the parameter(s)
to be monitored to ensure the control
technology or pollution prevention
measure is operated in conformance
with its design and achieves the speci-
fied emission limit and an explanation
of the criteria used to select the pa-
rameter(s).

(ii) A description of the methods and
procedures that will be used to dem-
onstrate that the parameter indicates
proper operation of the control device,
the schedule for this demonstration,
and a statement that you will establish
an operating limit for the monitored
parameter(s) as part of the notification
of compliance status if required under
this subpart, unless this information
has already been submitted.

(iii) The frequency and content of
monitoring, recording, and reporting, if
monitoring and recording is not con-
tinuous. The rationale for the proposed
monitoring, recording, and reporting
system must be included.

(6) [Reserved]

(T) Pressure relief device deviation re-
port. If any pressure relief device in
HAP service has discharged to the at-
mosphere as specified in §63.11915(c),
then you must submit to the Adminis-
trator within 10 days of the discharge
the following information:

(i) The source, nature, and cause of
the discharge.

(ii) The date, time, and duration of
the discharge.

(iii) An estimate of the quantity of
vinyl chloride and total HAP emitted
during the discharge and the method
used for determining this quantity.
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(iv) The actions taken to prevent this
discharge.

(v) The measures adopted to prevent
future such discharges.

(8) Commencing and ceasing operation
of continuous emissions monitoring sys-
tems. Before starting or stopping the
use of CEMS you must notify the Ad-
ministrator as specified in
§63.11935(b)(7).

(9) Data submittal. (i) Within 60 days
after the date of completing each per-
formance test (see §63.2) required by
this subpart, you must submit the re-
sults of performance tests electroni-
cally to the EPA’s WebFIRE database
by using the Compliance and Emissions
Data Reporting Interface (CEDRI) that
is accessed through the EPA’s Central
Data Exchange (CDX) (http://
www.epa.gov/cdr). Performance test
data must be submitted in the file for-
mat generated through use of the
EPA’s Electronic Reporting Tool (ERT)
(see hitp://www.epa.gov/tin/chief/ert/
ert tool.html). Only data collected
using test methods compatible with
ERT are subject to this requirement to
be submitted electronically to
WebFIRE. Owners or operators who
claim that some of the information
being submitted for performance tests
is confidential business information
(CBI) must submit a complete ERT file
including information claimed to be
CBI on a compact disk or other com-
monly used electronic storage media
(including, but not limited to, flash
drives) to the EPA. The electronic
media must be clearly marked as CBI
and mailed to U.S. EPA/OAPQS/CORE
CBI Office, Attention: WebFIRE Ad-
ministrator, MD C404-02, 4930 Old Page
Rd., Durham, NC 27703. The same ERT
file with the CBI omitted must be sub-
mitted to the EPA via CDX as de-
scribed earlier in this paragraph. At
the discretion of the delegated author-
ity, you must also submit these re-
ports, including the confidential busi-
ness information, to the delegated au-
thority in the format specified by the
delegated authority.

(ii) Within 60 days after the date of
completing each CEMS performance
evaluation test (see §63.2), you must
submit the relative accuracy test audit
data electronically into the EPA’s CDX
by using the ERT, as mentioned in
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paragraph (¢)(9)(i) of this section. Only
data collected using test methods com-
patible with ERT are subject to this re-
quirement to be submitted electroni-
cally to the EPA’s CDX.

(iii) All reports required by this sub-
part not subject to the requirements in
paragraphs (¢)(9)(i) and (ii) of this sec-
tion must be sent to the Administrator
at the appropriate address listed in
§63.13. The Administrator or the dele-
gated authority may request a report
in any form suitable for the specific
case (e.g., by electronic media such as
Excel spreadsheet, on CD or hard copy).
The Administrator retains the right to
require submittal of reports subject to
paragraphs (¢)(9)(i) and (ii) of this sec-
tion in paper format.

§63.11990 What records must I keep?

You must keep records as specified in
paragraphs (a) through (j) of this sec-
tion, as applicable.

(a) Copies of reports. You must keep a
copy of each notification and report
that you submit to comply with this
subpart, including all documentation
supporting any notification or report.
You must also keep copies of the cur-
rent versions of the site-specific per-
formance evaluation test plan, site-
specific monitoring plan, and the
equipment leak detection and repair
plan.

(b) Storage wvessels. For storage ves-
sels, you must maintain the records
specified in paragraphs (b)(1) through
(6) of this section.

(1) You must keep a record of the di-
mensions of the storage vessel, an anal-
ysis of the capacity of the storage ves-
sel and an identification of the liquid
stored.

(2) Inspection records for fixed roofs
complying with §63.11910 including the
information specified in paragraphs
(b)(2)(1) and (ii) of this section.

(i) Record the date of each inspection
required by §63.11910(a)(3).

(ii) For each defect detected during
an inspection required by
§63.11910(a)(3), record the location of
the defect, a description of the defect,
the date of detection and corrective ac-
tion taken to repair the defect. In the
event that repair of the defect is de-
layed in accordance with
§63.11910(a)(4)(ii), also record the rea-
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son for the delay and the date that
completion of repair of the defect is ex-
pected.

(3) [Reserved]

(4) For pressure vessels, you must
keep the records specified in paragraph
(c) of this section for each pressure ves-
sel.

(5) For internal and external floating
roof storage vessels, you must main-
tain the records required in §63.1065 of
subpart WW of this part.

(6) For fixed roof storage vessels that
route emissions through a closed vent
system to a control device, during peri-
ods of planned routine maintenance of
a control device, record the day and
time at which planned routine mainte-
nance periods begin and end, and the
type of maintenance performed on the
control device. If you need more than
240 hr/yr, keep a record that explains
why additional time up to 360 hr/yr was
needed and describes how you mini-
mized the amount of additional time
needed.

(c) Equipment leaks. For equipment
leaks, you must maintain the records
specified in §63.1038 of subpart UU of
this part for equipment leaks and a
record of the information specified in
§63.11930(g)(4) for monitoring instru-
ment calibrations conducted according
to §63.11930(e)(2).

(d) Heat exchange systems. For a heat
exchange system subject to this sub-
part, you must keep the records speci-
fied in paragraphs (d)(1) through (6) of
this section.

(1) Identification of all heat exchang-
ers at the facility and the measured or
estimated average annual HAP con-
centration of process fluid or inter-
vening cooling fluid processed in each
heat exchanger.

(2) Identification of all heat exchange
systems that are in HAP service. For
each heat exchange system that is sub-
ject to this subpart, you must include
identification of all heat exchangers
within each heat exchange system,
identification of the individual heat ex-
changers in HAP service within each
heat exchange system, and for closed-
loop recirculation systems, the cooling
tower included in each heat exchange
system.
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